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ORISIL ® 150, 200, 300, 380 Amorphous Fumed Silica 


PREPARED: October 11, 2000 
REVISED: November 7, 2003 
IMPORTER: ITP, INC. 


3993 Huntingdon Pike, Suite 101 
Huntingdon Valley, PA 19006 USA 


MANUFACTURER: ORISIL, LTD. 
Lviv, Ukraine 290016 


EMERGENCY TEL. NO: 


1(800) 424-9300 (CHEMTREC) 
1(215) 938-5900 (ITP, Inc.) 


SECTION I 


TRADE NAME & SYNONYMS: ORISIL ® 150,200,300,380 Amorphous Fumed Silica, 
Amorphous Silica, Synthetic Amorphous silicon Dioxide, Pyrogenic micro-dispersed Silica, 
Colloidal Silica, Crystalline — Free Silica 


CHEMICAL NAME: Silicon Dioxide, Synthetic Amorphous 
CAS NAME: Silicon Dioxide (amorphous) 

CAS NO: 112945-52-5 

TSCA STATUS: Listed 

DOT STATUS: Not regulated 


SECTION i 
INGREDIENT: Amorphous Fumed Silica 
CHEMICAL FORMULA: SiO2 
PERCENT: >99 % 
CAS NO.: 112945-52-5 
CAS NO. (TSCA): 763 1-86-9 
OSHA-8 HOUR TWA(PEL): 20 mppcf (6 mg/m’) 
ACGIH TLV/TWA: 10 mg/m? (total dust) 
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SECTION II PHYSICAL DATA 
APPEARANCE; White fluffy odorless powder 
VAPOR PRESSURE: not volatile 
VAPOR DENSITY: not volatile 
SOLUBILITY IN WATER: insoluble 
SPECIFIC GRAVITY: 2.2 gen @ 20°C 
EVAPORATION RATE: not volatile 
MELTING POINT: 1700 °C(3092 °F) 
BOILLING POINT: 2230 °C (4046 °F) 
pH: 3.6-4.3 (4% Silica in Water) 

SECTION IV FRE ANS EXPLOSION’ 


FLAMMABLE LIMITS IN AIR (% VOLUME): LOWER: N/A UPPER: N/A 


FLASH POINT: Non — flammable 

AUTOIGNITION TEMP: Does not ignite 

EXTINGUISHING MEDIA: Use media for surrounding fire conditions 
SPECIAL PROCEDURES: None 


UNUSUAL FIRE AND EXPLOSION HAZARDS: May build up electrical charge. 
Take safety measures, such as electrical grounding and others, to prevent static 
electrical charge when handling fumed silica near flammable or explosive area. 


SECTION V TORICEI OC 

ACUTE TOXICITY: 
Acute Oral (Rat): LDso > 5000 mg/kg 

SECTION VI REACTEVITY and STABILITY DATA 
CHEMICAL STABILITY: Stable 
INCOMPATIBILITY: Hydrogen Fluoride and strong bases 
RACTIVITY: Stable 
HAZARDOUS DECOMPOSITION: None 


HAZARDOUS POLYMERIZATION: 
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SECTION VII HEAL THHAZARD.DATA 


ROUTE OF EXPOSURE: INHALATION, SKIN, EYE 


HEALTH HAZARD: 
SKIN: MAY CAUSE DRYNESS BY DEHYDRATION AND REMOVAL OF SKIN OILS. 
EYE: MAY CAUSE IRRITATION AT HIGH CONCENTRATIONS. 


INHALATION: MAY CAUSE COUGHING, SNEEZING, AND DRYNESS OF MUCOUS MEMBRANES. 
INGESTION: NONE IDENTIFIED. 

CARCINOGENICITY: NOT LISTED AS CARCINOGEN BY NTP, IARC OR OSHA. 
SIGNS/SYMPTOMS OF OVEREXPOSURE; SEE HEALTH HAZARD. 


MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: SKIN DISEASES 
(DERMATITIS), LUNG DISEASES & ASTHMA. 


EMERGENCY/FIRST AID PROCEDURES: 

EYES/SKIN: WASH WITH WATER. IF IRRITATION PERSISTS, SEEK MEDICAL ADVICE. 
INHALATION: MOVE TO FRESH AIR. IF BREATHING IS DIFFICAULT SEEK MEDICAL ADVISE. 
(CHRONIC INHALATION EFFECT: THERE IS NO HUMAN HEALTH DATA AVAILABLE 
WHICH SUGGESTS THAT OCCUPATIONAL EXPOSURE WILL CAUSE ADVERSE CHRONIC 
HEALTH EFFECTS 

ACUTE INHALATION EFFECT: NOT KNOWN OTHER THEN POSSIBLE TEMPORARY 


DISCOMFORT DUE TO INHALATION OF DUST AT CONCENTRATIONS ABOVE EXPOSURE 
LIMITS. 


SECTION VII] SAFE HANDLING AND USE 


STEPS FOR MATERIAL SPILLAGE: Spills may be collected, preferably by 
vacuum, and placed in appropriate container for disposal. 


WASTE DISPOSAL METHOD: Disposal must be in accordance with applicable 
government regulations. Fumed silica is not hazardous waste under TCLP rule of 
U.S. RCRA. 


PRECAUTION FOR SAFE HANDLING AND STORING: Store in dry place. 


Ventilate work area as necessary. Take measures to prevent electrostatic charge 
when handling near flammable or explosive atmospheres. 
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SECTION IX SPECIAL PROTECTION INFORMATION 


RESPIRATORY PROTECTION: NIOSH approved dust mask is recommended 
and required if TLV is exceeded. 


SS 


VENTILATION: As required to remove dust and maintain below TLV. 

PROTECTIVE GLOVE: Use of gloves and barrier creams recommended 
to protect skin and prevent dryness. 

EYE PROTECTION: Safety glasses or goggles protection recommended to 
prevent eye contact. In case of contact flush the eyes 
with water. 

N/A means not applicable 


THE DATA CONTAINED HEREIN IS BASED ON INFORMATION THAT ITP, INC. BELIEVES 
TO BE RELIABLE, BUT NO EXPRESSED OR IMPLIED WARRANTY IS MADE WITH 
REGARD TO THE ACCURACY OF SUCH DATA OR ITS SUITABILITY FOR A GIVEN 
SITUATION. ITP, INC. AND ITS AGENTS DISCLAIM ALL LIABILITY FOR ANY ACTIONS 
TAKEN OR FORGONE ON RELIANCE UPON SUCH DATA. 
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